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Standards
Barriers

Standards:
Barrier legislation dictactes that all barriers must conform to the following standards:

BS 8442:2006 - The British Standard

The Red Book - Safety at Street Works & Road Works

Chapter 8 - The Traffic Signs Manual

TSRGD - Traffic Signs Regulations & General Directions

1000mm Min
1200mm Max

1250mm Min

138.75mm Min
161.25mm Max231.25mm Min

268.75mm Max

Tapping Rail 150mmMin
Tapping Rail mandatory on all Pedestrian Barriers.

Tapping Rail Height
Ground level to 
200mm Max

Reflective Panels
(Red & White)

The height of the 
centre of each lens of 
a Road Danger Lamp 
from the surface of the 
road in the immediate 
vicinity of the Lamp 
shall not exceed 1500 
millimetres where the 
speed limit on the 
road is more than 40 
miles per hour.

300mm Max

25mm on any vertical ledge

℄

Road Danger Lamp

Other Points:
Chapter 8 states that :
“Tubular Steel poles shall not be used as horizontal 
Barriers as they constitue a serious  hazard.”

BS 8442:2006 identifies three wind speeds and a 
calculation for the Ballast required to use in these wind 
speeds.

Reflective Sign face material must comply with 
requirements in the British Standard

 
The information given on these sheets is typical of the product depicted it must not be interpreted as a guarantee of individual product 
performance and/or characteristics.
We reserve the right to alter specifications and designs without prior notice. All measurements are in millimetres (mm)
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